DESIGNATION

TITANIUM - Commercially Pure & Alloyed
Tianium CP Grade 1-3.7025

Titanium CP Grade 2-3.7035

Titanium CP Grade 3 -3.7055

Titanium CP Grade 4 - 3.7065

Ti 6AHV Alloy - Grade 5 -3.7165

Ti 6AIH4V ELI- Grade 23 - 3.7165.1

Ti 6AI-7ND Alloy -

STAINLESS STEEL - For implants
316LVM (ESR / VAR) - 1.4441

Rex 734°-1.4472

STAINLESS STEEL - For instruments
Martensitic Stainless Steel

AlSI 420A - 1.4021

AISI 420B - 1.4028

AlISI 420C-1.4034

AlS1 431 - 1.4057

AlSI 42010

AISI 440A - 1.4109

AlSI 440B - 1.4112

AlSI 420MOD

AISI 440C-1.4125

Precipitation Hardenable Stainless Steel

AlSI 630 -1.4542

AISI XM-16 - 1.4543

Austenitic Stainless Steel
AlSI 304 - 1.4301

AISI 303 - 1.4305

AlSI 304L - 1.4306

AlSI 316 - 1.4401

AlSI 316L - 1.4404
AlSI316L - 1.4430

AlSI 316L - 1.4435

AlSI 316Ti-1.4571

COMMON NAME /
REGISTRED TRADEMARK

T35

T40

T50

T60
TAGV
TA6V ELI
TAN

M25W
M30ONW - High-Nitrogen Alloyed SS

X20Cr13

X30Cr13

X46Cr13

X17CrNi16-2

X20Cr14 - CarTech Trimrite®
X70CrMo15

X90CrMoV18

~Cronidur 30® - X30 CrMoN15
X105CrMo17

17-4PH X5CrNiCuNb16-4

CarTech Custom 455°
X3CrNiCuTiNb12-9

X5CrNi18-10
X8CrNisS18-9
X2CrNi19-11
X5CrNiMo17-12-2
X2CrNiMo17-12-2
X2CrNiMo19-12
X2CrNiMo18-14-3
X6CrNiMoTi17-12-2

COBALT CHROME / COBALT-BASED ALLOYS

Co-Cr-Mo (forging)

Co-Cr-Mo (casting)
Co-Ni-Cr-Mo

Cr-Ni-W-Co - 2.4964
SPECIAL METALS

Nitinol (Nickel-Titanium Alloy)
Tantalum

PLASTICS

Polyacetal Copolymere

PPSU

Polypropylene

Ultra High Molecular Weight Polyethylene
GUR 1020 - GUR 1050

@ Available on stock S Available on production only. Minimum order qudhfity may apply”.‘
The data contained in this table is indicative and meant for guidance purpose only. Only the information reported on our material certificates is to be considered as relevant.:

CarTech™ Biodur® CCM

CarTech MP35N
L-605

POMC
Radel®
Tecapro®

UHMWPE

~ ASTM F560/1SO 13782

PRODUCT RANGE

STANDARD NORMS STOCK

ASTM F67 /1SO 5832-2

ASTM F67 /IS0 5832-2

ASTM F67 /1SO 5832-2

ASTM F67 /150 5832-2

ASTM B348 /B265 - 1SO 5832-3
ASTM B348 / ASTM F136 /1SO 5832-3
ASTM F1295 /1SO 5832-11

® 00060 060

ASTM F138/F139-15S0 5832-1
ASTM F1586 / ISO 5832-9

ASTM F899 / EN 10088-3

ASTM F899 / EN 10088-3

ASTM F899

ASTM F899 / EN 10088-3 / NFS94-090
ASTM F899 / UNS S42010

ASTM F899

ASTM F899 / UNS 42010 / ASTM A276
ASTM F899

© ® 00 ®2 2 00

ASTM A564 / ASTM F899 / AMS 5643
EN 10088-3 / NFS94-090

ASTM A564 / ASTM F899 / NFS94-090
AMS 5617

®
:

ASTM F899 /EN 10088-3

ASTM A582 / ASTM F899 / EN 10088-3
ASTM F899 /EN 10088-3

ASTM F899 / EN 10088-3

ASTM A479 / ASTM F899 / EN 10088-3
EN 10088-3

EN 10088-3

EN 10088-3

® 2 0000 @0

ASTM F1537 /1SO 5832-12 /1SO 22674

ASTM F75/1SO 5832-4
ASTM F562 /15O 5832-6
ASTM F90 /150 5832-5

FDA 21 CFR 177.2470

~ ASTMF648/1S0




